
* Heavy Duty-Resists Denting.
* No Painting…Ever!
* Limited One Year Warranty
* No Exposed Fasteners
* Laminated Strand Lumber Core
* Bottom 6” LSL Core is Treated

Rough Openings
Rough Openings are determined by adding 3" to
the garage door width and 1-1/2" to the garage
door height.

Examples: Garage Door Size 16' wide x 8' high
Rough Opening Size 16'-3" x 8’-1/12"

Garage Door Frame Specifications
Aluminum Thickness .062, 16 gauge, 1/16"
Laminate Stranded Lumber Core
Crownline nosing is standard,
Options: Brickmould Nosing, 3" add on Flat

casing, and Backband Trim.

Never Paint Your
Door Frames Again

Also available for Entry Doors
New construction or retro clad

Distributed By:

2929 Walker Drive
P.O. Box 9229

Green Bay, WI 54308-9229
920-406-4600

www.frontlinebldg.com

Patent No. US 7,111,433,B2
CA 2,415, 545
Other Patents Pending.

Form #BSGD 10,000/210

Crownline Nosing
Compliments any style
of home, garage or
commercial building.

Brickmould Nosing
Matches wood
brickmould
dimensions exactly.

3-1/2" add on
Flat Casing
Matches 1x4 trim di-
mensions.
(Attaches to Crownline)

3-1/2" Flat Casing w/
Backband trim
Backband adds a touch
of elegance to the Flat
Casing.

(Attaches to Crownline)

BUILDERS SERIES
Garage Door Frame

MAINTENANCE-FREE

Never paint your garage
door frame again!

OPTIONS



Don’t forget to ask you Dealer
about our Entry Door Clad System

to complete your
Maintenance Free Exterior.

How to Order
Your Frame Aluminum Clad Garage Door Frame

New Construction & Replacement

1. Determine the garage door width and height.

(example 16' wide x 7' high)

2. Determine the garage wall thickness. (most

garage walls are built with 2" x 4" wall studs

for a total wall thickness of 5-1/2")

3. Choose the style of the frame.

4. 90 degree corners or clipped corners.

5. Choose the color.

(white, brown, sandstone, green, terratone,

bronze, almond, eggshell, beige and wineberry).

6. Place your order,

Example Order:

16'x 7' door, 5-1/2" wall thickness,

square corner, Crownline nosing, white.

Common Sizes & Jamb Widths
Single Doors

9'x7' 9'x8' 10'x7' 10'x8'

Double Doors

16'x7' 16'x8' 18'x7' 18'x8'

Jamb Depths

5-1/2" 7-1/2"

Custom Sizes & Colors
Custom frame heights, widths & colors

are available to meet your needs.

(Custom order items are not returnable)

Crownline Nosing
This is the standard nosing

Corner Alignment Pin
Ensures a perfect miter every time

Treated Vertical Bottom
Keeps water from absorbing into the LSL core.

Clipped Corners


